
Polyurethane Foam Dispensing Systems D I S P E N S I N G E X C E L L E N C E 

S Y S T E M S • P A R T S • S E R V I C E 

PROBLER Er PROBLER P 2 M I C R O 11 M A X i 11 M I N I i l l M H 11 

Maximum Output 10 lbs/4.5 kg/min 10 lbs/4.5 kg/min 20 lbs / 9 kg / min 22 lbs/10 kg/min 

Maximum Temperature 1 6 0 ° F / 7 r C 160°F/71°C 190°F/88°C 190°F/88°C 

Primary Heater 3500 Watts 3500 Watts 6000 Watts 6000 Watts 

Power Ratio 16 : 1 16:1 16:1 

Maximum Pressure 1600 psi 
108 bar 

1600 psi 
108 bar 

1600 psi 
108 bar 

2500 / 3200 psi 
165 / 200 bar 

Hose Size 1/4" i.d. / 64 mm 1/4" i.d. / 64 mm 3/8" i.d. / 95 mm 3/8" i.d. / 95 mm 

Hose Length 22 ft / 7 m 
100 f t/32 m Maximum 

48 f t/16 m 
100 f t/32 m Maximum 

50 f t/16 m 
31 Oft/95 m Maximum 

5 0 f t / 1 6 m 
310ft/95 m Maximum 

Hose Heat Super Heat Tape Super Heat Tape Copper-wound Hoses Copper-wound Hoses 

Hose Heat Control Solid-state LED Control Solid-state LED Control Solid-state LED Control Solid-state LED Control 

Material Feed Gravity Feed Gravity Feed Transfer Pumps Transfer Pumps 

Electrical Requirement Single Phase 220 VAC 
32 amp 50 / 60 Hz 

Single Phase 220 VAC 
32 amp 50 / 60 Hz 

Single Phase 220 VAC 
50 amp 50 / 60 Hz 

Three Phase 220 VAC 
25 amp 50 / 60 Hz 

Three Phase 380 VAC 
25 amp 50/ 60 Hz 

Single Phase 220 VAC 
63 amp 60 Hz 

Three Phase 220 VAC 
32 amp 60 Hz 

Three Phase 380 VAC 
32 amp 50 Hz 

Total Air Requirements at 
1 gpm (3.9 Ipm) Output 

24 cfm at 100 psI 
6 8 0 1 / m i n ® 6.8 bar 
Includes air transfer pumps 

24 cfm at 100 psi 
580 1 / min @ 6.8 bar 
Includes air transfer pumps 

24 cfm @100 psi 
680 1 / min @ 6.8 bar 
Includes air transfer pumps 

10 cfm @100 psi 
285 1/min ©6.8 bar 
Includes air transfer pumps 

Air Requirements at 
Maximum Output 

24 cfm at 100 psi 
680 1 / min @ 6.8 bar 
Includes air transfer pumps 

24 cfm at 100 psi 
680 1 / min @ 6.8 bar 
Includes air transfer pumps 

33 cfm @100 psi 
935 1 / min @ 6.8 bar 
Add 15 cfm for transfer pumps 

15 cfm @100 psi 
4 2 5 1 / m i n ® 6.8 bar 
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Polyurethane & Polyurea Coatings Dispensing Systems 
Iff 

D I S P E N S I N G E X C E L L E N C E 

S Y S T E M S • P A R T S • S E R V I C E 

PROBLER & PROBLER P 2 SUPER M A X I M X I I M H I I I M H 

M a x i m u m O u t p u t 18 lbs/8.2 kg/min 22 lbs/10 kg/min 22 lbs/10 kg/min 45 lbs/21 kg/min 

M a x i m u m Temperature 190°F/88°C 190°F/88°C 190°F/88°C 190''F/88°C 

Primary Heater 6000 Watts 10,000 Watts 10,000 Watts 14,000 Watts 

Power Ratio 2 2 : 1 2 2 : 1 

M a x i m u m Pressure 2200 / 3200 psi 
150 /220 bar 

2200 / 3200 psi 
150 /220 bar 

3200 psi 
220 bar 

3200 psi 
220 bar 

Hose Size 1/4" i.d./64 mm 3/8" i.d. / 95 mm 3/8" i.d. / 95 mm 3/8" i.d. / 95 mm 

Hose Length 48 f t /16 m 
200 ft / 62 m Maximum 

5 0 f t / 1 6 m 
310 f t/95 m Maximum 

5 0 f t / 1 6 m 
310 f t/95 m Maximum 

5 0 f t / 1 6 m 
310 f t/95 m Maximum 

Hose Heat Super Heat Tape Copper-wound Hoses Copper-wound Hoses Copper-wound Hoses 

Hose Heat Control Solid-state LED Control Solid-state LED Control Solid-state LED Control Solid-state LED Control 

Mater ia l Feed Transfer Pumps Transfer Pumps Transfer Pumps Transfer Pumps 

Electrical Requirement Single Phase 220 VAC 
50 amp 50 / 60 Hz 

Single Phase 220 VAC 
63 amp 50/ 60 Hz 

Single Phase 220 VAC 
80 amp 60 Hz 

Three Phase 208 VAC 
63 amp 60 Hz 

Three Phase 380 VAC 
25 amp 50/ 60 Hz 

Three Phase 220 VAC 
40 amp 50 / 50 Hz 

Three Phase 380 VAC 
40 amp 50 / 60 Hz 

Three Phase 220 VAC 
50 amp 60 Hz 

Three Phase 380 VAC 
50 amp 50 Hz 

Three Phase 380 VAC 
63 amp 50 Hz 

Total Air Requirements at 
1 g p m (3.9 Ipm) O u t p u t 

32 cfm @100 psi 
906 1 / min @ 6.8 bar 
Includes air transfer pumps 

32 cfm @100 psi 
906 1 / min ® 6.8 bar 
Includes air transfer pumps 

10 cfm ® 100 psi 
285 1 / min ® 6.8 bar 
Includes air transfer pumps 

10 c f m ® 100 psi 
2 8 5 ! / m i n ® 6.8 bar 
Includes air transfer pumps 

Air Requirements at 
M a x i m u m O u t p u t 

47 cfm @100 psi 
1 3 3 0 ! / m i n ® 6.8 bar 

Add 15 cfm for transfer pumps 

47 cfm ® 1 0 0 psi 
1 3 3 0 ! / m i n ® 6.8 bar 
Add 15 cfm for transfer pumps 

15 cfm ©100 psi 
425 1 / min ® 6.8 bar 
Includes air transfer pumps 

15 cfm @10 0 psi 
425 1 / min ® 6.8 bar 
Includes air transfer pumps 
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